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Bugle Snack Chips Pellet Making Machine

PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3010005 Bugles Production Line Machine China, exported worldwide

Description

A bugle snack chips pellet making machine producing the dried half-product pellet that is later fried or hot-air
expanded into bugles and similar shaped snacks.

The pellet is the part of this business that travels. Dried to a stable moisture it keeps for months and ships at a
fraction of the volume of the finished snack, which is why many producers make pellets centrally and fry close
to the market. Getting the pellet right is therefore the whole job: correct gelatinisation during extrusion and a
controlled drying curve, or it will not expand properly months later. Contact us with the shapes and recipes you
intend to run and we will configure the die set and dryer.

Technical specification

This Double-screw fried wheat flour snack processing line uses double screw extruding technique to replace the

traditional steam booling process with high efficiency and no pollution without a boiler.
The raw material can be total whear flour, or mixing with corn powder, rice powder, or others. By changing the

moulds, the products can be in different shapes.
After fried and flavored, the final snacks will be crispy and tasty. This line has features of continuous working,

stable performance, and reasonable design.

Installed Power(kw) Power Output(kg/h)
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Consumption(kw)
45 30 150~200
80 50 250~350

Request a quotation

Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

SCAN TO VIEW ONLINE
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