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FOOD PRODUCTION ACCESSORY MACHINE
Powder Mixer

PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3013004 Food Production Accessory Machine China, exported worldwide

Description

A powder mixer for blending dry ingredients to a uniform mixture before extrusion, baking or packing, used for
snack pre-mixes, seasoning blends, flour and additive mixes and feed formulations.

Mixing is invisible until it fails. A minor ingredient that is not evenly distributed shows up as inconsistent flavour,
colour or nutrition across a batch, and in fortified products it can put you outside your own label declaration.
Mixing time, fill level and blade design decide the result; overmixing is also possible and can separate or

degrade some ingredients. Contact us with your formulation, batch size and the smallest inclusion rate in the
recipe and we will specify a suitable mixer.

Technical specification

High mixing speed and short uniform time. Mixing speed is around 8-20mins.

All stainless steel 304 material.

Full Mirror polished mixing tank inside, as well as ribbon and shaft.

Technical discharge hole design to guarantee no material leaking.

The mixers are mainly consists of container, stirring peddle ,motors, etc.

It is used to stir the powder materials such as corn flour, startch, rice flour, etc .

The professional machine design makes sure the water and the powder materials stirred and mixed well.
Besides, there are different models of mixers in our factory meeting your request.

Fully stainless material, suitable for producing food;

www.equipmentsmachineschina.com - sales@equipmentsmachineschina.com Page1/2



EQUIPMENTS PRODUCT DATASHEET
MACHINES 16 OCT 2026 - EQMH-CHINA-MY3013004
CHINA

MANUFACTURER - SUPPLIER - EXPORTER - CHINA

Fast stirring speed to improve mixture effect of raw materials ;

Two-way adjusting and operation mode;

Centrifugal design , when mixed well, Materials can be automatically discharged;
Easy to operate and widely usage.

Main 3 4 7.5 2.2 3 4 5
motor

power
(kw)

Capacit 25 30 45 100-15 200-25 1000 2000
y(kg/ba 0 0
tch)

Request a quotation

Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

SCAN TO VIEW ONLINE
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