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MEAT PROCESSING MACHINE

Jacketed Kettle Powered by Steam or Electricity
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3014007 Meat Processing Machine China, exported worldwide

Description

A jacketed kettle powered by steam or electricity, for cooking, blanching and heating food products in batches
with heat applied through the jacket rather than directly.
Jacket heating distributes heat over the whole vessel surface, which avoids the hot spots and scorching that
direct heating causes with viscous products such as sauces and pastes. Available with or without an agitator
depending on the product. Capacity, heating source and agitator type are specified at the order stage. Contact
us with your product and batch size for a recommendation.

Technical specification

Introduction of Jacketed Kettle
Jacketed Kettle is the ideal equipment for cooking and boiling food materials like meat.
All the parts that touch the food material are made of high-quality stainless steel which is in accordance with
GMP standards.
Features of the Jacketed Kettle
All the parts that touch the food material are made of high-quality stainless steel;
Two kinds of heating methods: steam or by electricity;
High thermal efficiency and uniform heating effect;
We can add the agitator and cover according to requirement.
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Application of Jacketed Kettle
Jacketed Kettle is widely used in the food processing of pot-stewed meat, confectionery, pharmacy, canned
food, dairy, alcohol, pastry, etc.
It also can be used in large restaurant and canteen to make soup, stew vegetables or meat, and make porridge
and so on.

Capacity 50L 100L 200L

Diameter&Depth 600
           *400mm

700
           *450mm

800
           *530mm

Agitator power 0.55kw 0.55kw 0.75kw

Electric heating 
           pipe power

/ 4kw*3pcs 6kw*3pcs

Heating area 0.45 m² 0.58m² 1.12m²
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com

SCAN TO VIEW ONLINE
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