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NUT PROCESSING MACHINE

Complete Almond Shelling Line
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3016007 Nut Processing Machine China, exported worldwide

Description

A complete almond shelling line covering the sequence from in-shell almond intake through cracking, shell and
kernel separation, grading and sizing to a clean kernel output ready for blanching or packing.
A line rather than a single machine matters here because almond shells vary in thickness within the same
delivery, and a single pass through one cracker either leaves hard nuts unbroken or crushes the soft ones. A line
handles this by pre-grading to size, cracking each size band at its own setting, and recirculating the uncracked
fraction. Kernel breakage is the figure that decides whether the line earns its keep. Contact EMC Machines
Manufactures with your intake volume and variety and we will lay out the line to suit it.

Technical specification

Almond Shelling Process
The whole Almond shelling line include 3 steps: grading process, shelling process and shell removing process.
Grading process: feeding hopper, hoisting machine and grading machine
In this process, the almonds can be graded into  3-4 grades. After grading, the almond of different sizes will be
automatically separated from different discharging mouth. It  also can be used for grading and sieving peanuts
kernels by size.
Shelling process: feeding hopper, screw elevator, shelling machine
Adjusting the clearance between processing compression roller can realize processing three different types of

www.equipmentsmachineschina.com   ·   sales@equipmentsmachineschina.com Page 1 / 2



PRODUCT DATASHEET
16 OCT 2026   -   EQMH-CHINA-MY3016007

MANUFACTURER   ·   SUPPLIER   ·   EXPORTER   ·   CHINA

almonds at the same time
Shell removing process: feeding hopper, screw elevator, the shell and kernel separating machine(2sets)
Almond Shelling Machine Features
High shelling rate of 98%and perfect kernel
It can process various hard shell nuts
Compact structure, perfect design and low crushing ratio
High automatic degree

Capacity: 700kg/h

Power source: 9.08KW
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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