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FISH FOOD MACHINE

Fish Feed Pellet Mill Making Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3001070 Fish Food Machine China, exported worldwide

Description

A fish feed pellet mill making machine supplied for aquaculture feed production. It produces sinking pellets by
compressing conditioned meal through a die, and is built for continuous daily operation alongside a working
farm or mill.
Pellet mills are mechanically simpler than extruders, which makes them easier to maintain in locations where
technical support is not close at hand. Wearing parts are the die and rollers, and we supply spares with the
machine. Pellet size is changed by die. Contact us for a quotation including a recommended spares package for
your first year of operation.

Technical specification

Dry-type feed extruder machines adopt single-spindle screwing method. 
It can be used to make high-quality feed pellets through adjusting moisture content of the raw material, rotating
speed of the screwing spindle and temperature in the machine. 
The feed pellet made by our extruder machines is high-protein and digestible. 
Dry-type feed extruder machines are widely used to produce
pet food and aquatic feed.

Power Capacity Feeding power Cutting power

5.5kw 30-40KG/H 0.4KW 0.4KW
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11KW 60-80KG/H 0.4KW 0.4KW

15KW 120-150KG/H 0.4KW 0.4KW

18.5KW 180-250KG/H 0.4KW 0.4KW

22KW 300-350KG/H 0.4KW 0.6KW

37KW 400-500KG/H 1.1KW 1.5KW

55KW 500-600KG/H 1.1KW 1.5KW
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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