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HYGIENE MACHINES

Facial Tissue Paper Bundle Packing Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3184003 Hygiene Machines China, exported worldwide

Description

Suitable for packing bundling facial tissue or napkin with 1 layer. Can pack 3,4,5 or 6,8,10 single facial in 1
bundling bag(2 lane). Can connect with full automatic single packing machine. Need 1 labor only to pack.

Technical specification

Multi function: automatic conveying, single head operation, auto feeding, auto sealing. Automatic discharging
products when feeding conveyor is full of products.
Adopting the advanced PLC computer programming control, double frequency conversions control and the liquid
crystal text to display parameters, it is very easy to set the machine. Moreover, the temperature controlling is
more precise so that heating wires and tapes with thermo stability can be protected more efficiently.  
Packing and sealing are pretty and tidy. The machine can be operated with full-automation and semi-
automation. The machine with conveyer can be connected with facial tissue packing machine with conveyer.
This allows the machine have high capacity and therefore to save labor and reduce production cost.
Easily change to different product size by adjusting hand wheels which adjust easily and simply.
Adopting double temperature controlled sealing and cutting system to make sure sealing quality is perfect and
film bags are not broken.
Comprehensive design, rigid frame, and imported major component, allows our machine to work steadily,
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efficiently, and long lasting too
Speed: 10-15 bags/min
Packing size: 3,4,5 pcs/bundling bag (1 lane)
6,8,10 pcs/bundling bag(2 lane)
Air supply: 0.6 MPA(supplied by client)
Power: 1.2kw 220V 50Hz
Dimension: 5300*1800*1350 mm

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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