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TRAFFIC CONE

Safety Barricade Rubber Traffic Cone

PRODUCT CODE CATEGORY ORIGIN
EQMH-CHINA-MY3185004 Traffic Cone China, exported worldwide
EQUIPMENTS
MACHINES
CHINA
Description

Safety Barricade Rubber Traffic Cone PVC Traffic Cone

Technical specification

Most Professional Heavy Duty Base Rubber Traffic Cone
Description

700 mm Rubber Traffic Cone PVC Traffic Cone

Height: 700 cm (28")

Material:rubber

Weight: 4.5 kgs

With reflective collar

Also we can supply below traffic cone:

Fluorescent Orange PVC Traffic Cone

300 mm PVC Traffic Cone with black base

Height: 30 cm (12")

Base Size: 22x22 cm

Weight: 1.00 kgs

Material: PVC material for cone body, rubber material for base
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With reflective tape

450 mm PVC Traffic Cone with black base

Height: 450 cm (18")

Base Size: 27x27 cm

Weight: 1.50 kgs

Material: PVC material for cone body, rubber material for base
With reflective tape

700 mm PVC Traffic Cone with black base

Height: 70 cm (28")

Base Size: 35x35 cm

Weight: 3.20 kgs

Material: PVC material for cone body, rubber material for base
With reflective tape

900 mm PVC Traffic Cone with black base

Height: 90 cm (36")

Base Size: 35x35 cm

Weight: 4.50 kgs

Material: PVC material for cone body, rubber material for base
With reflective tape

It has favorable flexbility and can stand press of car,also it will not be broken if it is struck by hard things.
It is sunproof,waterproof,heat-resistant,cold-resistant,non-rimous,color fast and soon.

The orange and white color reflect dazzing light and make the drivers see clearly.

It has favorable flexibility and can stand press of car, also it will not be broken if it is struck by hard things.
It is sunproof, Anti-UV, waterproof, heat-resistant, cold-resistant, non-rimous, colorfast and soon.
Reasonable design, the cone could be stacked one by one.

Request a quotation

Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

SCAN TO VIEW ONLINE
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