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PET FOOD MACHINE

Automatic Dog Food Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3002001 Pet Food Machine China, exported worldwide

Description

An automatic dog food machine producing dry kibble through extrusion, with the process stages running
continuously rather than batch by batch. The mix is cooked, formed, cut, dried and coated as a single flow.
Automation matters most in the consistency it brings. Kibble sold under a brand has to look and behave the
same bag to bag, and manual control of cooking and cutting struggles to hold that over a long shift. The degree
of automation is specified at the order stage. Contact us with your intended output and product range for a
configuration proposal.

Technical specification

Fully Automated – Reduces labor with seamless mixing, extrusion, and cutting.
Adjustable Settings – Controls pellet size, texture, and hardness.
Hygienic & Durable – Made from food-grade stainless steel for safety.
Energy-Efficient – Low power consumption with high output.
Easy Maintenance – User-friendly design for quick cleaning.
Automatic Dog Food Machine – Efficient Pet Food Production
The Automatic Dog Food Machine is a high-performance system designed to produce nutritious, customized pet
food pellets.
It processes raw ingredients like meat, grains, and vitamins into uniform kibble in various shapes and sizes.
Automatic Dog Food machine
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Automatic Dog Food Machine: Components and Applications?
Feeding Hopper – Stores and feeds raw materials (meat, grains, vitamins) into the system.
Mixing Chamber – Blends ingredients evenly for balanced nutrition.
Extruder & Die – Cooks and shapes dough into kibble via high-pressure extrusion.
Cutting Unit – Adjustable blades cut extruded kibble into uniform sizes.
Drying/Cooling System – Reduces moisture for crisp texture and longer shelf life.
Control Panel – Touchscreen interface to adjust speed, temperature, and pellet size.
Optional Add-ons – Flavor coater, oil sprayer, or packaging conveyor.

Install Power Real Power Capacity

70KW 50KW 150kg/h

110KW 80KW 250-300kg/h

200KW 160KW 500-600kg/h

220KW 155KW 1000-1500kg/h

Steam:500kg/hour Steam:400kg/hour

280KW 195KW 2000-2500kg/h
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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