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CONCRETE BLOCK MAKING PRODUCTION LINE

Concrete Block Packing Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3294030 Concrete Block Making Production
Line

China, exported worldwide

Description

Concrete Block Packing Machine

Technical specification

Concrete block packing machine is an integrated packaging equipment made by adding film function to the
cantilever winding packaging machine. It can complete the two functions of winding packaging and top film
covering. It can form a five-sided closed moisture-proof, rain-proof, Dust-proof packaging. Fully automatic
operation, high efficiency and low packaging cost. It is widely used in food and beverage, chemical fiber
chemical, metallurgical building materials and other industries. It is the most advanced equipment to improve
the degree of automation.
Packing size: (500-1200)mm X (500-1200)x2200mm(L×WxH)
Cantilever speed: 0-20rpm adjustable
Packaging efficiency: ≥25 Torr/h
Film frame system: electric pre-stretched film, stretch ratio up to 250%, adjustable speed
Automatic film breaking device: automatic clamping and cutting of film without any trailing, completely
unmanned and automatic completion
Top film ?: PE/PVC film, width 1800mm, diameter 100-300mm, thickness 30-100μm.
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Stretch film: LLDPE stretch film, width: 500mm, thickness: 20-35μm
Lifting parts: chain guide rail lifting mechanism, the lifting speed is adjustable by frequency conversion
Conveying system: Conveying line height: 400mm, speed: 8-15mm, load-bearing: 2000kg
Control system: PLC control, adjustable parameters, adjustable film length, automatic sensing of cargo size
Motor power: cantilever: 1.1KW, membrane frame: 0.37KW, lifting parts: 0.37KW, top coating: 0.37KW
Power supply: 4KVA/AC380V/50Hz, 3PH/N/PE
Air source: 0.4-0.6MPa, 350NL/min
Equipment size: 4500×2200×3500mm (L×W×H) (according to actual situation)

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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