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CONCRETE BLOCK MAKING PRODUCTION LINE

Block Clamp
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3294035 Concrete Block Making Production
Line

China, exported worldwide

Description

Block Clamp

Technical specification

The clamp is a forklift attachment that includes a frame, an arm connected to the frame and a cylinder
connected to the arm. Holding arm includes left and right arms. One end of the cylinder is hinged with the left
arm, and the other end of the cylinder is hinged with the right arm. The left arm and the right arm are controlled
to open and close by the oil cylinder. At least one first limit hole is arranged on the left of the hinge point on the
first connector, and the second connector is provided with at least one first limiting hole on the right of the
hinge point. The first limiting hole is inserted with a first limiting component for limiting the closing angle of the
left arm and the right arm, which so as to limit the minimum clamp angle of the clamp and prevent the collision
of the left  arm and the right arm. There is a first limit hole in the holding clamp, which can limit the closing
angle of the left arm and the right arm so as to limit the minimum clamping angle of the clamp and prevent the
collision of the left and the right arm. Then it can clamp smaller objects. The structure is simple, easy to
operate, and has strong practicality.
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Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com

SCAN TO VIEW ONLINE
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