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PET FOOD MACHINE

Pet Dog Food Extrusion Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3002002 Pet Food Machine China, exported worldwide

Description

A pet dog food extrusion machine producing kibble through cooking and expansion under heat and pressure.
The mix is worked along the barrel, cooked, and expands as it leaves the die, where it is cut to size.
Expansion determines kibble density, which affects both how the product eats and how the bag looks when
filled to its stated weight. Density is controlled through moisture, temperature and screw speed rather than
being a fixed property of the machine, which means one extruder can produce quite different products from the
same base recipe. Contact us with your product specification and we will advise on the settings and die profile
required.

Technical specification

Versatile Formulations – Produces dry, semi-moist, or soft kibble
Precision Control – Adjustable size (2-12mm), shape, and density
Nutrient Preservation – Low-temperature extrusion protects vitamins
Hygienic Design – Food-grade stainless steel construction
Automated Operation – PLC system ensures consistent quality
Pet Dog Food Extrusion Machine – Premium Nutrition Production:
The Pet Dog Food Extrusion Machine is a high-efficiency system designed to produce nutritious, customized
kibble for dogs of all breeds and life stages.
Utilizing advanced twin-screw technology, it transforms raw ingredients like meats, grains, and vitamins into
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perfectly textured, digestible dog food.
Key Features:
Versatile Formulations – Produces dry, semi-moist, or soft kibble
Precision Control – Adjustable size (2-12mm), shape, and density
Nutrient Preservation – Low-temperature extrusion protects vitamins
Hygienic Design – Food-grade stainless steel construction
Automated Operation – PLC system ensures consistent quality

Installed Power (KW) Real Consumption (KW) Output (kg/h)

70 50 120-150

110 80 250-300

200 160 500-600

220 155 1000-1500

300 210 2000-2500
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com

SCAN TO VIEW ONLINE

www.equipmentsmachineschina.com   ·   sales@equipmentsmachineschina.com Page 2 / 2


