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PET FOOD MACHINE

Dry Pet Food Processing Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3002004 Pet Food Machine China, exported worldwide

Description

A dry pet food processing machine for cooking and forming kibble from a prepared formulation, covering the
central stage of the production process.
Machine selection follows from the formulation more than from the tonnage. Recipes carrying high fat, fresh
meat or high moisture content need a twin screw extruder to convey and cook them consistently, while
standard dry mixes run perfectly well on a single screw at considerably lower capital cost. Discovering the
difference after the equipment has arrived is an expensive correction. Contact us with your formulations as well
as your target output, and we will recommend the configuration that will actually run them.

Technical specification

High Production Capacity – 500kg to 800kg/hour output
Nutrient Preservation – Low-temperature extrusion
Energy Efficient – 30% less power than conventional systems
Hygienic Construction – 304 stainless steel contact parts
Smart Control – PLC with touchscreen and recipe memory
Customizable – Shapes, sizes, and specialized formulas
Industrial Dry Pet Food Processing Machine – Turnkey Production Solutions:
Raw Material Handling System
Screw conveyors & storage silos – Automated ingredient feeding
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Pre-cleaning & grinding unit – Hammer mill with 80-200 mesh adjustable fineness
Precision Mixing System
Twin-shaft paddle mixer – ±0.5% blending accuracy
Liquid addition system – For uniform fat/vitamin distribution
Extrusion & Forming Section
Twin-screw extruder – Produces 1-12mm kibble (multiple die options)
Variable shear technology – Controls density (300-500g/L)
Drying & Cooling
Three-stage belt dryer – Temperature-controlled zones (50-120°C)
Counterflow cooler – Reduces moisture to

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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