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FOOD EXTRUDER MACHINE

Twin Screw For Food Extruder
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3006023 Food Extruder Machine China, exported worldwide

Description

Twin screws for food extruders, supplied as individual elements or complete configured sets for food extrusion
machinery.
Screw configuration is as significant as the machine itself: the arrangement of conveying, kneading and reverse
elements determines how much mechanical energy goes into the product and therefore how it cooks. Changing
configuration can adapt a machine to a different product without replacing it. Element material and hardness
are specified against the abrasiveness of your formulation. Contact us with your machine model and the
products you intend to run for a configuration recommendation.

Technical specification

Hardness after hardening and tempering:
Nitrided Hardness:
Nitrided case depth: 0.50-0.80mm
Nitrided brittleness: less than grade 2
Surface roughness: Ra 0.4
Screw straightness: 0.015 mm
Surface chromium-plating's hardness after nitriding: ≥900HV
Chromium-plating depth: 0.025~0.10 mm
Alloy Hardness:
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Alloy depth: 0.8~2.0 mm
High temperature resistance, no deformation under high temperature;
Wear resistance, long service life;
Corrosion resistance, corrosive materials;
High strength, can withstand high torque, high speed;
Good cutting performance ;
Residual stress after heat treatment is small, thermal deformation is small, and the like.

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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