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DRYER AND OVEN MACHINE

Steam Horizontal Dryer
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3007020 Dryer and Oven Machine China, exported worldwide

Description

A steam horizontal dryer using steam as the heat source for drying bulk material in a horizontal drying chamber.
Steam heating suits operations that already generate steam for other processes, where the marginal cost of
drying is then low. It also gives gentle, even heat without the combustion products that direct fired drying
introduces. Capacity and steam requirement are specified against your throughput. Steam pressure available at
the dryer is the figure that determines what capacity is achievable. Contact us with your product, moisture
figures and available steam supply for a recommendation.

Technical specification

It is well used for food, animal feed, fish feed drying process, to extend the storage period and meet sanitary
requirement of authorities.
Features and advantages
Module design, easy for installation and potential for future capacity expansion.
Low steam consumption around 200-280KG per ton.
Fine material distribution and transmission structure to assure final humidity disparity to 1%.
Stainless steel perforated sheet belt transmission for normal size products.
Highly resistant plastic mesh belt transmission for tiny size products.
Transmission length and levels can be redesigned to fit the premise condition.
1 transmission belt round, 2 drying bed, double drying process.
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Configuration/Advantage
Chain transmission with SEW geared motor.
Steam radiator made in stainless steel, longer service life.
Sensor for material accumulation in the bottom and remain material evacuation system to avoid mechanical
damage.
Opcional sprocket encoder for transmission blockage alarm to avoid mechanical damage.
Circulation fan with inverter control, can regulate air flow to adapt to different size products.
Spirax Sarco proportional valve for the automatic control dry temperature.

In Modules Solid Solid Modules Modules

Capacity 0.8-1.5T/H 1.5-3T/H 2-4T/H 3,5-7T/H

Band Width 1200mm 1500mm 2000mm 2000mm

Band Leng 6M 8M 6M 8M

Levels 3 3 4 4

Steam Consumption  

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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