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MEAT PROCESSING MACHINE

Fish Flesh Separator Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3014028 Meat Processing Machine China, exported worldwide

Description

A fish flesh separator machine recovering flesh from frames, trimmings and small fish, separating it from bone
and skin.
This turns what would otherwise be waste into saleable product: recovered flesh goes into surimi, fish balls,
cakes and paste products. For a processor already filleting at volume, the frames are already there and the
recovery is close to pure margin. Separation fineness is set by the drum perforation size. Contact us with your
raw material and throughput for a recommendation on drum specification.

Technical specification

Fish Flesh Separator Introduction
Fish flesh separator is mainly used for collecting and extracting the fish flesh with stainless steel rotary drum
which is designed with screening holes in it. 
By extracting the fish flesh from the screening hole, this machine can achieve to separate the flesh from the fish
bone, thus saving labour and time. 
This fish flesh separator has various models that is not only suitable for large scale production but also for home
use. 
The extracted fish flesh can be directly used to make minced fillet products such as fish ball, fish noodle, fish
gelatin,fish dumplings, etc.
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Fish Flesh Separator Features
The fish flesh separator has highlighted features of convenience, delicate design, easy operation, saving energy,
safe to use and sanitary.
Driven by enclosed gear, the fish flesh separator is of compact structure, reliable performance and easy
maintenance
The machine nose and parts contacting food are made of high class stainless steel which is safe and pollution-
free.
The fish deboning machine is of linear design which is easy to clean.
This machine can work with other machines like meat ball machine and refrigerated cabinet, etc.

Power Capacity

1.5 KW 180KG/h   

2.2 KW 250 KG/h

2.2 KW 250 KG/h

3 KW 500 KG/h

7.5 KW 1500KG/h
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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