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NUT PROCESSING MACHINE

Multifunction Nut Roaster Machine
PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3016020 Nut Processing Machine China, exported worldwide

Description

A multifunction nut roaster machine that handles several nut and seed types in the same unit, so a producer
running peanuts, cashews, almonds, chickpeas and melon or sunflower seeds does not need separate
equipment for each.
The practical argument for a multifunction unit is utilisation. A producer with a seasonal product mix cannot
justify a dedicated roaster for each item, while one machine with adjustable temperature, time and rotation
covers the range at the cost of a changeover between products. Each product still needs its own profile
established and recorded, which is a matter of setting rather than hardware. Contact us with the full list of items
you intend to roast and we will confirm that one unit will cover them.

Technical specification

Drum Type Roaster Machine Introduction
Multipurpose drum-type roasting machine is mainly used in food industry for drying and roasting the granular
materials, such as peanut (with hull or without hull), chestnut.
Multifunction Nut Roaster Application
Available for peanuts, sunflower seeds, sesame, soybeans, chestnuts, filberts, melon seeds, pumpkin seeds,pine
nuts, horse beans, almonds, walnuts, pistachios, etc.
Drum Type Roasting Machine Advantages
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Multiple heating methods: electricity, oil with fast heating result.
Automatic temperature controlling device (0-300?): taking the hot air as the heating medium, so the product
can get constant and even heating.
This nut roasting machine can be used together with oil press. 
After the nuts are fried by roasting machine, it can highly improve oil yield and reduce machine wear.
Rotary drum design for even heating.
Automatic roasting and discharging, the roasted nuts and seeds are of bright color with fragrance.
Recommended roasting time is 15-20 minutes.
Easy operation and maintenance, energy saving, stable performance, low operating cost and long service life.

Capacity Motor Power Electricity Consumption
           (heating by
electricity)

Gas Consumption
           (heating by gas)

80—120 kg/h 1.1 kw 18 kw 0.9-2 kg

180—250 kg/h 2.2 kw 35 kw 1.8-3 kg

280—350 kg/h 3.3 kw 45 kw 2.6-4 kg

380—450 kg/h 4.4 kw 60 kw 4-6 kg

500--650 kg/h 5.5 kw 75 kw 6-8 kg
 

Request a quotation
Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.

sales@equipmentsmachineschina.com
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