EOU |PM ENTS PRODUCT DATASHEET

MACHINES 16 OCT 2026 - EQMH-CHINA-MY3005009
CHINA

MANUFACTURER - SUPPLIER - EXPORTER - CHINA

Soya Chunks Machines

PRODUCT CODE CATEGORY ORIGIN

EQMH-CHINA-MY3005009 Soya Nugget Machine China, exported worldwide

Description

Soya chunks machines for producing textured vegetable protein in chunk form, covering extrusion, cutting and
drying.

Drying after extrusion is what makes the product shelf stable without refrigeration, which is central to its
commercial appeal: it ships and stores as a dry good and rehydrates at the point of use. Under-drying shortens
shelf life and risks mould in the bag. The line includes properly sized drying. Dryer capacity rather than extruder

capacity usually sets the line's real output, so it is sized first. Contact us with your target output and product
format for an equipment list.

Technical specification

Hot Sale Textured Soy Chunks Soya Protein Extruder Manufacturing Machine Plant is designed and produced
with rich experiences on food extruder industry over 10 years. it adopts nonfat low temperature soy bean meal

as main raw material to produce all kinds of textured protein food, which is nutritional and easily absorbed by

human body.
Such soy meat food looks like real muscle meat and mastication.
Textured soy meat food is widely applied to many industries, such as can food, seasoning food,

ham,cooking,etc. which can be replacement of real meat.
Direct transmission between motor and gear box,reducing energy consumption.
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Feeding, main driving device, and rotary cutting device adopt inverters to adjust the speed with more powerful
drive, stable running, and low consumption.

Screw is made of durable alloy steel. Segmental assembled screws are applied to more kinds of materials and
products.

Automatic lubrication system slows down power consumption and prolong the usage life.

Double screws feed equal materials forcibly.

Hanging molds(dies) and knives seat and bearing knife adjusting system can adjust the knife exactly and
swiftly.

Install Power Real Power Capacity
110kw T7KW 250KG/H
135kw 95KW 300KG/H
210kw 147KW 600KG/H

Request a quotation

Send your capacity, voltage and destination port and we will reply with
drawings, a price and a lead time within one working day.
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